Nippo 3.3RC
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Rechargeable headlamp with ADS / Advanced Dimming System
tadowalna latarka czotowa z ptynna regulacja jasnosci
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Outfitted with 3 light sources, the Nippo 3.3 RC says sayonara to the competition. A
Cree™ 330 lm LED provides a powerful spot beam. Switch on the 2 Nichia™ warm
light LEDs to avoid reflection on those close jobs. 2 red LEDs prevent losing your
night vision when out in the field. Charged via USB, the Nippo can operate for up to
3 days. The Nippo series possess Mactronic®s "Advanced Dimming System™ (ADS)
for smooth brightness control, lock-out and a memory function. With a waterproof
rating of IPX4 and shock resistant of a meter, the Nippo 3.3 RC is as tough as it is
stylish.

Cree™XP-L + 4 x 5mm Nichia LED
330 + 60 Lm / Li-ion battery 3.7V 1200 mAh /1 h 50 m
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Nippo 3.3 RC, to latarka LED nowej generacji. Designerska obudowa kryje solidna
konstrukcje oraz dwa Zrddta swiatta (gtowna dioda Cree™ o mocy 330 lm oraz 4
diody Nichia™ o cieptej barwie), jest takze odporna na upadki i wode. tadowana
przez USB, Nippo 3.3 RC to nawet 3 dni pracy. Zapamietuje ostatnie ustawienia,
posiada system ptynnej regulacji Swiatta - ADS oraz funkcje ..Switch Lock”, zabez-
pieczajaca czotowke przed przypadkowym wtaczeniem.



